Glossary

Check Box

A Microsoft Windows standard user interface item for indicating a user selection. Check boxes are small
guare itemsthat are displayed in an array for the user to make a selection(s) from. When the mouse is pointing
to the check box and the left mouse button is clicked a check mark or “X” will gppear in the check box. Typi-
caly check boxes are used when more than one option can be selected from alis.

Critical PCI

Defined as the PCI value a which the rate of PCI loss increases with time, or the cost of applying locdized
preventive maintenance increases sgnificantly.

Drop Down Menu

A Microsoft Windows standard menu, that is associated with a data entry form or grid. The drop down menu
containsalist of the available sdections for adata entry fiddd. The drop list isnot vishble until the field associated
with the drop list is selected by the user. When the Fidld is selected the drop ligt is activated by clicking the
small down arrow located in the far right portion of the field mask. Alternately referred to as a picklist or drop
lig.

EM S Picture Server

The EMS Picture Tool isan interface for storing images associated with a particular pavement database. Im-
ages can be associated with the a network, or assigned to individua branches and sections. It provides a
convenient way to establish a pictoria record of database units.

EMS Query

A PAVER for Windows tool used to temporarily select a subset of pavement sections for analysis or reporting.
The application of aquery to the active database does not cause any records in the database to changed or
deleted. The query tool can aso be used to specify the sort order of report results.
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Family

A pavement “family” is defined as agroup of pavement sections with Smilar deterioration characterigics. The
family mode is estimated from the plot of observed age and condition measurements for pavements with smilar
attributes.

GIS

Geographica Information System (GIS) refers to a system that presents datain the context of amap. GIS can
be used to display PAVER inventory, condition, distress, cost and other pavement data as color-coded maps.

Global Preventive Maintenance & Repair (M&R)

Defined as activities gpplied to entire pavement sections with the primary objective of dowing the rate of
deterioration. Thispoalicy is gpplied to pavements above the critica PCI.

L ocalized Stop-Gap (Safety) M aintenance and Repair

Stopgap M&R is defined as the localized M& R needed to keep the pavement operationd in a safe condition.
Thispolicy is gpplied to pavements below the critica PCI.

L ocalized Preventive M& R

Defined as distress maintenance activities performed with the primary objective of dowing the rate of deteriora-
tion. Thispolicy isapplied to pavements above the critical PCI.

Major M&R

Activities applied to the entire pavement section to correct or improve existing structura or functiona require-
ments. It isaso used to upgrade pavements below the critical PCI.

M odal

A Microsoft Windows form for displaying or collecting information. A moda form must be configured and
executed or closed before you can resume other PAVER or Windows tasks.

Parameter Collection Screen

A Microsoft Windows form that is used to configure the PAVER Condition Andysis, Work Plan and Ingpection
Schedule Reports. The parameter collection screens displays the default settings for the various report param-
etersthat can be configured by the user. In genera the values on the form can be adjusted to reflect the desired
Setting. The parameter collection screen isamodal screen.
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PAT

A Polygon Attribute Table (PAT) isalist used by a Geographicd Information System (GIS) to relate database
information (such as PAVER PCI vaues) to a GIS map location. In PAVERGISthe PAT is used to describe
the sectionsin a PAVER database.  Polygons are used in GISto represent PAVER features (roads, parking
lots, runways, aprons, etc) and then tabular data is attached to the feastures. A coverage is defined by severd
files. Some of thefiles contain graphica information, while others contain table information.

Pavement Condition Index (PCI)

The PCl isthe default condition index for the PAVER sysem. A numericd index, ranging from O for afaled
pavement to 100 for a pavement in perfect condition. Calculation of the PCI is based on the results of avisud
condition survey in which distress type, severity, and quantity are identified. It was developed to provide an
index of the pavement’s structura integrity and surface operationa condition.

Pavement Networ k

A logicd unit for organizing pavements into a structure for the purpose of pavement management. A network
will consst of one or more pavement branches, which in turn may consst of one or many pavement sections.
The network isthe point of origin for the hierarchy of pavement management structures.

Pavement Branch

A branch isareadily identifiable part of the pavement network and has adistinct function. For example, an
individua street or a parking lot would each be considered a separate branch of the pavement network. Simi-
larly, an airfield pavement such as arunway or ataxiway would each be consdered a separate branch.

Pavement Section

A section should be viewed as the smalest management unit when considering the application and sdlection of
M&R trestments. It isalogica unit assgned to a siretch of pavement that exhibits a common age, congtruction
type, traffic and other criteria. The terminus or leaf point in the hierarchy of defined pavement management
dructures. A pavement section will be defined as a subordinate of a pavement branch, which in turn will bea
subordinate of a parent pavement network.

PAVER Button Bar

Thearray of eight buttons displayed across the top of the PAVER for Windows Desktop are used to invoke the
most used PAVER for Windows features. Each button contains descriptive text and a graphic related to the
function of the program the button launches.

PAVERGIS

The program that transfers data from the PAVER (4.1 for Windows and 3.2g) environment to the GIS environ-
ment. |t facilitates the process of linking pavement database information with representative objectsin aGIS
coverage.
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Picklist

A Microsoft Windows standard menu associated with a data entry form or grid. The picklist menu contains a
ligt of the available selections for a data entry fiedd. The picklist is not visble until the field associated with the
picklist is sdlected by the user. When the Fidd is seected the picklist is activated by clicking the smdl down
arrow located in the far right portion of the field mask. Alternately referred to as adrop menu or drop lis.

PID

Pavement Identification (PID) is the unique combination of pavement inventory information that makes a par-
ticular pavement section unique. The PID is formed from the network 1D, branch 1D and section ID.

Structured Query Language (SQL)

A standard database access language (collection of commands, control clauses, etc) supported by al major
database managers. Structured Query Language, or SQL, provides a standard way to get or view information
from a database, or put information into a database.

Radio Button

A Microsoft Windows standard user interface item for indicating a user sdlection. Radio buttons are small
creular itemsthat typicaly displayed in array for the user to make amutudly exclusve selection from.

Report Viewer

A standard PAVER for Windows interface used to display report results. The report viewer presents results as
Spreadshest tables with associated graphs where gpplicable. The Condition Andysis Report, M& R Planning
Report, and the Ingpection Scheduling Report dl present their resultsin the EMS Report Viewer format.

Right Button Click Feature

Added capabilities available for an object, either a PAVER spreadshest table or a graph that are accessed by
pointing to the object with the mouse and clicking the right mouse button.

Tab Table Data

The common PAVER for Windows datathat is edited on Tab Tableforms. Tab Table dataincludes the PAVER
User Defined Fidds tables, Inventory picklists, Work Plan tables, Materias, and Misc. Other Tables.

Tab TableForm

Microsoft sandard form for editing and reviewing deta. The Tab Table form smulates index cards that can be
selected by pointing to the index tab portion of the card with the mouse and pressing the left mouse button.
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User Defined Fidlds

Discretionary inventory information that can be added to the existing attributes for networks, branches, and
sections. A totd of nine user defined fidlds are available, three for each inventory item.

View menu

An item on the PAVER Menu, thet is active only when the Report Viewer isthe Active Window. The View
Menu ligs the avail able tables. Open tables have a check mark to the left of the menu item.

Micro PAVER 5.0 Glossary of Terms 167



	Disclaimer
	Table of Contents
	Overview
	Operating Features
	Database Tools
	Selectors
	System Tables
	Inventory
	Inspection
	Inspection Schedule
	Family Assignment
	Reports
	Prediction Model
	Condition Analysis
	M&R
	Add-Ins
	Appendix A
	Appendix B
	Appendix C-1
	Appendix C-2
	Appendix D
	Appendix E
	Appendix F
	Appendix G
	Appendix H
	Glossary
	Index

